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FMT ς Folding Motorcycle Trailers 

Operation Manual 
 

1. Push wheels apart with knees. 

 

 

2. Pull on draw bar and lower trailer down to the ground gently which will allow the wheels to fold out 

into place.  
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3. LŦ ȅƻǳΩǊŜ ƴƻǘ ŎŀǊǊȅƛƴƎ ŀ ōƛƪŜ ǘŀƪŜ Ǉƛƴ ŦǊƻƳ ǘƘŜ Ǉƛƴ ǎǘƻǊŀƎŜ ƘƻƭŜ ŀƴŘ ǇƭŀŎŜ Ǉƛƴ ǘƘǊƻǳƎƘ ŦƻƭŘƛƴƎ ŘǊŀǿ ōŀǊ 

locking holes.  

  

4. Place the removable cross member under the track and loosely place the bolts in place. 

                 

                 

5. Attach the swing arm connectors to the removable cross member with the pins. 
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6. Tighten cross member bolts. 

 

7. Connect number plate light. 

 

8. Attach to tow bar of car, attach safety chain and attach light socket to car.  

9. Depending on the type of motorcycle will determine whether or not the brake back mechanism is 

required. If you are loading a heavy road bike with minimal clearance then the brake back will allow 

you to easily load the bike. Off road bikes do not require the brake back. Remove brake back pin and 

place in storage position. See pictures below. 

     
 

10. Load motorcycle and adjust ramp size to suit bike. 
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Tip: Have the straps set up on the trailer before you load the bike. Push the bike onto the trailer and then 

place the bike in gear. Secure one middle strap to the bike which is long enough to lean the bike away from 

you but be held by the strap on the lean. This will hold the bike on the trailer while you walk around and 

secure the other straps to the bike.  

Note: The most important fastening points are in the middle. Either to the central frame or foot pegs. 

 

 

Central Motorcycle tie down point is 

critical to the stability of bike. Ratchet 

straps are recommended.                                                                                                                                                                                   

 

 

Note: Keep fingers clear at all times from pivoting and scissoring points to avoid injury.  
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Double Track Accessory Kit Assembly 

 
1. Remove single ramp and place to one side including all track guide brackets. 

 

2. Remove front tie down bar. 

 

Your FMT should look like this 
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3. Slide the 4 cross bars in the accessory kit through the trailer frame. 

 
 

 
 
 

4. Place pins with r-clips from the accessory kit through the trailer frame and the cross bars. 
 

 
 
 

5. Bolt the track removed on one side of the trailer using the holes in the cross bars. 
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6. Place the track from the accessory kit on the other side of the trailer and connect to the crossbars 

with the pins and r-clips in the accessory kit. 
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Double Track Accessory Kit Disassembly 

1. Fold track up.  
 
BEWARE: !ƭǿŀȅǎ ǿŀǘŎƘ ƳŀƪƛƴƎ ǎǳǊŜ ȅƻǳ ŘƻƴΩǘ ƭŜŀǾŜ ȅƻǳǊ ŦƛƴƎŜǊόǎύ ƛƴ ǘƘŜ ƧƻƛƴǎΦ 
 

 
 

2. Remove track attached with pins. 
 

 
 

3. Remove pins from trailer frame. 
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4. Remove front cross bar 

 

 
 
5. Slide out 3 rear cross bars bolted to track. 

 

 
 

6. Once cross bars and track are removed fold away trailer and store tracks and cross bars  
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FMT 

Maintenance 
It is imperative that the FMT is looked after and maintained to ensure longevity and safe workings of 

your trailer.  This will always ensure hassle free use of your trailer and continuation of the warranty to 

its full extent. 

1. Always check the nuts and bolts of the trailer before use to ensure they are all tightened 

correctly. This is especially important for the 2 bolts that connect the removable cross member. 

2. Check the alignment of the drawbar with the main longitudinal frame. The two should be 

perfectly in line. If the two members are not lined up correctly then it will cause the wheel 

alignment of the trailer to be out which will decrease the life of the tyres. The other telling 

symptom is that it will be harder to remove and replace the main drawbar locking pin. When 

checking alignment ensure that the wheels are pressed hard against the main frame equally.  

Please see photo below. 

 

              Wheels pushed hard in   

                  Drawbar directly in front of main frame 

If the drawbar is out of alignment then adjustment of the tyre rods is necessary to bring the 
drawbar back in line with the main frame. 
Firstly loosen the lock nuts on both ends of the two tyre rods.  
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See Photo below: 
             Tyre rod 

 
                    Lock nut 

Secondly twist either tyre rod to bring the drawbar into alignment. 
Note the drawbar should move in towards the main frame when making the adjustment not away. 
 
See picture below. 

 
                     Twist tyre rod 

 
Once the drawbar is inline twist both tyre rods at the same time so that the drawbar moves 
directly towards the mainframe until the tyre rods are quite tight.  
 
Ensure the drawbar is inline and that there is good firm tension when you pull on the drawbar 
coupling. Also test the firmness of the wheels against the mainframe; it should require a good push 
to get the wheels to the frame. This will ensure the top of the coupling does not drag on the 
ground and that the wheels do not splay when moving the FMT in its folded position. 
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See pictures below. 

 
 

 
Check the alignment of the drawbar once more and then tighten the top and bottom locknuts on 
both the tyre rods. 
See picture below. 

 
                         Lock nut 

3. Always check the bearings before embarking on long trips. 
Ensure that the wheel bearings are sufficiently greased at all times. 

4. Tyres should be inflated to the recommended inflation pressure to avoid excessive wear. 
 


